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paragraph (e) of this section, the Asso-
ciate Administrator, or a designated 
representative, may at any time re-
quire demonstration of compliance by 
a manufacturer, through testing in ac-
cordance with this subpart, that pack-
agings meet the requirements of this 
subpart. As required by the Associate 
Administrator, or a designated rep-
resentative, the manufacturer shall ei-
ther: 

(1) Conduct performance tests or 
have tests conducted by an inde-
pendent testing facility, in accordance 
with this subpart; or 

(2) Make a sample IBC available to 
the Associate Administrator, or a des-
ignated representative, for testing in 
accordance with this subpart. 

(k) Coatings. If an inner treatment or 
coating of an IBC is required for safety 
reasons, the manufacturer shall design 
the IBC so that the treatment or coat-
ing retains its protective properties 
even after withstanding the tests pre-
scribed by this subpart. 

(l) Record retention. (1) The person 
who certifies an IBC design type shall 
keep records of design qualification 
tests for each IBC design type and for 
each periodic design requalification as 
specified in this part. These records 
must be maintained at each location 
where the IBC is manufactured and at 
each location where design qualifica-
tion and periodic design requalification 
testing is performed. These records 
must be maintained for as long as IBCs 
are manufactured in accordance with 
each qualified design type and for at 
least 2.5 years thereafter. These 
records must include the following in-
formation: name and address of test fa-
cility; name and address of the person 
certifying the IBC; a unique test report 
identification; date of test report; man-
ufacturer of the IBC; description of the 
IBC design type (e.g., dimensions, ma-
terials, closures, thickness, representa-
tive service equipment, etc.); max-
imum IBC capacity; characteristics of 
test contents; test descriptions and re-
sults (including drop heights, hydro-
static pressures, tear propagation 
length, etc.). Each test report must be 

signed with the name of the person 
conducting the test, and name of the 
person responsible for testing. 

(2) The person who certifies each IBC 
must make all records of design quali-
fication tests and periodic design re-
qualification tests available for inspec-
tion by a representative of the Depart-
ment upon request. 

[Amdt. 178–103, 59 FR 38074, July 26, 1994, as 
amended by Amdt. 178–108, 60 FR 40038, Aug. 
4, 1995; 66 FR 45386, Aug. 28, 2001; 66 FR 33452, 
June 21, 2001]

§ 178.802 Preparation of fiberboard 
IBCs for testing. 

(a) Fiberboard IBCs and composite 
IBCs with fiberboard outer packagings 
must be conditioned for at least 24 
hours in an atmosphere maintained: 

(1) At 50 percent ± 2 percent relative 
humidity, and at a temperature of 23° ± 
2 °C (73 °F ± 4 °F); or 

(2) At 65 percent ± 2 percent relative 
humidity, and at a temperature of 20° ± 
2 °C (68 °F ± 4 °F), or 27 °C ± 2 °C (81 °F 
± 4 °F). 

(b) Average values for temperature 
and humidity must fall within the lim-
its in paragraph (a) of this section. 
Short-term fluctuations and measure-
ment limitations may cause individual 
measurements to vary by up to ± 5 per-
cent relative humidity without signifi-
cant impairment of test reproduc-
ibility. 

(c) For purposes of periodic design re-
qualification only, fiberboard IBCs or 
composite IBCs with fiberboard outer 
packagings may be at ambient condi-
tions. 

[Amdt. 178–103, 59 FR 38074, July 26, 1994, as 
amended at 66 FR 45386, Aug. 28, 2001]

§ 178.803 Testing and certification of 
IBCs. 

Tests required for the certification of 
each IBC design type are specified in 
the following table. The letter X indi-
cates that one IBC (except where 
noted) of each design type must be sub-
jected to the tests in the order pre-
sented:
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